TORTONA

DECORATIVE FRESHNESS

1741 DI MARCA CORONA
The inspiration for the Tortona collection comes from Milan, from the streets of the city’s Tortona district, the cradle of the most innovative design trends. The new 1741 series by Marca Corona is the perfect synthesis of creative graphics and elegant colour. Tortona offers a fresh take on the decoration concept with playful, stylised motifs, cool, pale colours and a versatile new 22x22 rectified size.
TORTONA

gres porcellanato colorato in massa // fine full-body coloured porcelain stoneware

FORMATI: 22x22 cm rett.
SIZES: 9"x9" rect.

SPESORE: 9 mm
THICKNESS: 9 mm

SUPERFICIE: Naturale
SURFACE: Matt

ASpetto: Cemento
APPEARANCE: Concrete

COLORI: Bianco, Grigio
COLOURS: White, Grey
La linea 1741 si arricchisce di un nuovo gioiello decorativo con Tortona, una collezione di pavimenti e rivestimenti in gres dalla personalità spiritosa e fresca.
La forza espressiva di Tortona risiede nel suo apparato decorativo composto da 5 motivi stilizzati dal carattere spensierato e da un originale Mix di 11 diversi soggetti grafici. La disponibilità di due eleganti fondi, bianco e grigio, da un lato supporta la creatività, dall’altro garantisce la massima eleganza: i designers potranno scegliere se creare tappeti total patterns e patchworks inediti o, al contrario, dare vita ad ambienti più pacati, con ampi zone di riposo.
La ricerca cromatica si concentra su nuances desaturate e si traduce in tonalità pastello sofisticate, come il grigio, il blu avio o il rosa, dalla finitura polverosa. Per enfatizzare la varietà grafica e la freschezza cromatica di Tortona, Marca Corona scelta sul nuovo formato 22x22 rectificati, autentico nel look e pratico nella posa.
Queste cementine design sono perfette per dare vita a composizioni decorative ariose e creative in contesti residenziali e commerciali di tendenza.

The 1741 line gains a decorative new jewel with Tortona, a collection of stoneware floor and wall tiles with a fresh, fun personality.
The expressive power of Tortona lies in the decor elements, composed of 5 stylised motifs with a carefree character, and an original Mix of 11 different graphic subjects. The two elegant base tiles, in white and grey, are able both to support creativity and guarantee maximum elegance: designers can choose whether to create floors with all-over patterns and novel patchworks, or to opt for a more subtle, simple look, with spacious rest areas.
Colour research focuses on pale nuances, with sophisticated pastel shades such as grey, airforce blue and pink, with a dusty finish. To highlight the varied graphics and fresh colours of Tortona, Marca Corona has chosen the new 22x22 rectified size, with an authentic look and practical to lay.
These designer cement tiles are perfect for shaping airy, creative, decorative compositions in on-trend residential and commercial settings.
Pavimento/floor:
Tor.T4 25x25 cm rett. (9"x9" rect.)
Pavimento/floor:
Tor.T4 22x22 cm rett. (8"x8" rect.)
Rivestimento/wall:
Tor.T1 22x22 cm rett. (9”x9” rect.)

Pavimento/floor:
Tor.T1 22x22 cm rett. (9”x9” rect.)
Rivestimento/wall:
Tor.T1 22x22 cm rett. (8"x8" rect.)
Rivestimento/wall:
Victoria collection

Pavimento/floor:
Tor.T3 22x22 cm rett. (9"x9" rect.)
Rivestimento/wall:
Victoria collection

Pavimento/floor:
Tor.T3 22x22 cm rett. (8”x8” rect.)
Rivestimento/wall:
Tor.T5 22x22 cm rett. (9"x9" rect.)

Pavimento/floor:
Tor.Grigio, Tor.TMix, Tor.T4 22x22 cm rett. (9"x9" rect.)
Pavimento/floor:
Tor.Grigia, Tor.Mix, Tor.T4 22x22 cm rett. (9”x9” rect.)
**Tortona**

**Formati**
22x22 cm rett.

**Sizes**
9"x9" rect.

**Tecnologia**
gres porcellanato colorato in massa

**Technology**
full-body coloured porcelain stoneware

**Spessore**
9 mm

**Thickness**
9 mm
TORTONA
pavimento e rivestimento / floor and wall:
spessore / thickness: 9 mm

gres fine porcellanato colorato in massa
fine full-body coloured porcelain stoneware

F890
Tor. T1 Rett.
22x22 cm - 9”x9”

F891
Tor. T2 Rett.
22x22 cm - 9”x9”

F892
Tor. T3 Rett.
22x22 cm - 9”x9”

F893
Tor. T4 Rett.
22x22 cm - 9”x9”

Variazione minima / Slight variation
TORTONA

pavimento e rivestimento / floor and walls
spessore / thickness: 9 mm

gres fine porcellanato colorato in massa
tone full-body coloured porcelain stoneware

31
We advise using a grout that matches the colour of the ceramic material.

It is advisable to use a grout that matches the colour of the ceramic material.

Reg. Tmix 01 Bianco 103 Moon White
Reg. T5 02 Grigio Luce 112 Medium Grey
Reg. T4 03 Grigio Perla 137 Caribbean
Reg. T3 01 Bianco 103 Moon White
Tor. T2 01 Bianco 103 Moon White
Tor. Grigio 02 Grigio Luce 110 Manhattan
Tor. Bianco 01 Bianco 103 Moon White

La Certificazione GREENGUARD è una Certificazione di Prodotto Ambientale nata negli Stati Uniti e fornisce la garanzia che i prodotti progettati per l’utilizzo in ambienti interni rispettino severi limiti di emissioni chimiche, e che essi contribuiscano dunque alla creazione di interni più sani. La certificazione GREENGUARD assicura che un prodotto abbia superato alcuni degli standard più rigorosi e completi al livello mondiale sulle basse emissioni dei composti organici volatili (VOC) nell’aria all’interno degli edifici. La certificazione GREENGUARD è ampiamente riconosciuta e accettata da programmi di validità sostenibile e codici di costruzioni in tutto il mondo.

I prodotti Marca Corona possono contribuire all’ottenimento di crediti LEED, secondo quanto previsto dall’ultimo aggiornamento del sistema di certificazione LEED V4, ad oggi il più importante criterio di valutazione della sostenibilità ambientale di un edificio. Secondo questo sistema di valutazione, il punteggio di un edificio è tanto più alto quan- to più crediti si ottengono nelle differenti aree di sostenibilità. Tra i parametri più rilevanti per l’assestamento dei crediti LEED V4 vi sono la riduzione dell’effetto “isola di calore”, la disponibilità di specifiche certificate (tra cui EPD, PEF e HPD), nonché informazioni trasparenti circa l’approccio alla sostenibilità dei materiali. Il rendering di materiale riciclati il prodotto finito e il livello di emissioni di composti organici volatili.

Marca Corona è socio ordinario dell’U.S. GREEN BUILDING COUNCIL, organizzazione americana che promuove la sostenibilità dei processi di progettazione, costruzione e gestione degli edifici, definendo parametri per un’edilizia sostenibile riconosciuti in oltre 50 Paesi del mondo. USGBC è in particolare conosciuta per aver sviluppato il sistema di valutazione e certificazione LEED (Leadership In Energy and Environmental Design) rating and certification system.

La Certificazione GREENGUARD è una Certificazione di Prodotto Ambientale nata negli Stati Uniti e fornisce la garanzia che i prodotti progettati per l’utilizzo in ambienti interni rispettino severi limiti di emissioni chimiche, e che essi contribuiscano dunque alla creazione di interni più sani. La certificazione GREENGUARD assicura che un prodotto abbia superato alcuni degli standard più rigorosi e completi al livello mondiale sulle basse emissioni dei composti organici volatili (VOC) nell’aria all’interno degli edifici. La certificazione GREENGUARD è ampiamente riconosciuta e accettata da programmi di validità sostenibile e codici di costruzioni in tutto il mondo.
TORTONA Vorli di capitolato / Technical specifications

GRES FINE PORCELAIN CEMENTED IN MASSA

Ceramiche Marca Corona S.p.A. reserves the right to modify the above specifications at any time without notice. Ceramiche Marca Corona S.p.A. cannot accept any responsibility for any errors or omissions that may appear in the documentation in question or for any changes that may be made in the production process that may alter the characteristics of the product, even those that are not specifically identified in this document. Changes or errors in the documentation that will affect the characteristics of the product will be indicated in the modified specification.

Certificato di qualità / Quality certificate

The product is certified by the UNI EN ISO 9001:2008 standard. Completely vitrified material belonging to Group BIa – E ≤ 0,5%.

Compliance with standards / Conformity aux normes

This material complies with the requirements provided for by the International UNI EN 14411 – ISO 13006 Standards. Group G, These guarantees must be maintained and guaranteed by the Quality Management Systems established by the company and certified by the UNI EN ISO 15001:2008 standard. Completely vitrified material belonging to Group BIa – E ≤ 0,5%.

Product and manufacturing features / Caratteristiche tecniche e di processo

An extremely fine mix of precious clays with added feldspars and kaolin, obtained by pressing and made mechanically resistant through a sintering process at high temperature. Ceramic tiles or slabs heat proof, inalterable, and resistant to chemical attack. Firing temperature 1230° C.

Caractéristiques mercadotécnicas y de proceso

Un mix extremadamente fino de arcillas preciosas con feldspar y kaolín, obtenido por prensado y endurecimiento mecánico a través de un proceso de sinterización a altas temperaturas. Azulejos o planchas termoinsulsentes, inalterables y resistentes a los productos químicos. Temperatura de cocción 1230° C.

Caracteristiche tecniche / Technical characteristics

Product and manufacturing features / Caratteristiche Tecniche / Technical Characteristics

Certificato di qualità / Quality certificate

Ceramiche Marca Corona S.p.A. reserves the right to modify the above specifications at any time without notice. Ceramiche Marca Corona S.p.A. cannot accept any responsibility for any errors or omissions that may appear in the documentation in question or for any changes that may be made in the production process that may alter the characteristics of the product, even those that are not specifically identified in this document. Changes or errors in the documentation that will affect the characteristics of the product will be indicated in the modified specification.

Certificato di qualità / Quality certificate

The product is certified by the UNI EN ISO 9001:2008 standard. Completely vitrified material belonging to Group BIa – E ≤ 0,5%.

Compliance with standards / Conformité aux normes

This material complies with the requirements provided for by the International UNI EN 14411 – ISO 13006 Standards. Group G, These guarantees must be maintained and guaranteed by the Quality Management Systems established by the company and certified by the UNI EN ISO 15001:2008 standard. Completely vitrified material belonging to Group BIa – E ≤ 0,5%.

Product and manufacturing features / Caractéristiques mercadotécnicas y de proceso

An extremely fine mix of precious clays with added feldspars and kaolin, obtained by pressing and made mechanically resistant through a sintering process at high temperature. Ceramic tiles or slabs heat proof, inalterable, and resistant to chemical attack. Firing temperature 1230° C.

Caracteristiche tecniche / Technical characteristics

Product and manufacturing features / Caratteristiche Tecniche / Technical Characteristics

Certificato di qualità / Quality certificate

Ceramiche Marca Corona S.p.A. reserves the right to modify the above specifications at any time without notice. Ceramiche Marca Corona S.p.A. cannot accept any responsibility for any errors or omissions that may appear in the documentation in question or for any changes that may be made in the production process that may alter the characteristics of the product, even those that are not specifically identified in this document. Changes or errors in the documentation that will affect the characteristics of the product will be indicated in the modified specification.

Certificato di qualità / Quality certificate

The product is certified by the UNI EN ISO 9001:2008 standard. Completely vitrified material belonging to Group BIa – E ≤ 0,5%.

Compliance with standards / Conformité aux normes

This material complies with the requirements provided for by the International UNI EN 14411 – ISO 13006 Standards. Group G, These guarantees must be maintained and guaranteed by the Quality Management Systems established by the company and certified by the UNI EN ISO 15001:2008 standard. Completely vitrified material belonging to Group BIa – E ≤ 0,5%.

Product and manufacturing features / Caractéristiques mercadotécnicas y de proceso

An extremely fine mix of precious clays with added feldspars and kaolin, obtained by pressing and made mechanically resistant through a sintering process at high temperature. Ceramic tiles or slabs heat proof, inalterable, and resistant to chemical attack. Firing temperature 1230° C.

Caracteristiche tecniche / Technical characteristics

Product and manufacturing features / Caratteristiche Tecniche / Technical Characteristics

Certificato di qualità / Quality certificate

Ceramiche Marca Corona S.p.A. reserves the right to modify the above specifications at any time without notice. Ceramiche Marca Corona S.p.A. cannot accept any responsibility for any errors or omissions that may appear in the documentation in question or for any changes that may be made in the production process that may alter the characteristics of the product, even those that are not specifically identified in this document. Changes or errors in the documentation that will affect the characteristics of the product will be indicated in the modified specification.

Certificato di qualità / Quality certificate

The product is certified by the UNI EN ISO 9001:2008 standard. Completely vitrified material belonging to Group BIa – E ≤ 0,5%.

Compliance with standards / Conformité aux normes

This material complies with the requirements provided for by the International UNI EN 14411 – ISO 13006 Standards. Group G, These guarantees must be maintained and guaranteed by the Quality Management Systems established by the company and certified by the UNI EN ISO 15001:2008 standard. Completely vitrified material belonging to Group BIa – E ≤ 0,5%.

Product and manufacturing features / Caractéristiques mercadotécnicas y de proceso

An extremely fine mix of precious clays with added feldspars and kaolin, obtained by pressing and made mechanically resistant through a sintering process at high temperature. Ceramic tiles or slabs heat proof, inalterable, and resistant to chemical attack. Firing temperature 1230° C.
Ceramiche Marca Corona S.p.A. si riserva la facoltà di apportare variazioni ai prodotti di scelta senza preavviso. Carterie, attualmente non assortite per periodo specifico, vengonovrieri nel caso che le avvenute modificationi. Tutte le informazioni presenti nel presente catalogo sono in conformità con le normative in vigore. La somministrazione di prodotti perturbatori è vietata. 

Corona S.p.A – 2019

Corona S.p.A

www.marcacorona.it
info@marcacorona.it
Fax +39 0536 867320-51
41049 Sassuolo – MO

Un'azienda rappresenta la somma di un'identità. Fondamentalmente della successiva assicura che la visione e all'intera 

E' una organizzazione fondamentale, che si formi attraverso la volontà di tutti e che si rifletta in tutti gli elementi della produzione e del processo di produzione. 

Una società è un'organizzazione fondamentale, che si formi attraverso la volontà di tutti e che si rifletta in tutti gli elementi della produzione e del processo di produzione.